
Dandy Fan Shade Assembly
Please note that each unit consist of 2 different sized rods. This will be important for assembly.

For the FS-64 the rod sizes are 64.5” and 58.5”
For the FS-48 the rod sizes are 52 3/8” and 46 3/8”

1. Apply an end cap to one side of your rods 
(Both Sizes). Using a 5/16” magnetic nut driver 

makes this much easier. (Figure 1) 

2. For short rods, apply one YELLOW 1.5” 
spacer to each rod (Figure 2). For long rods, 
apply one YELLOW 1.5” spacer, metal 
washer, then one YELLOW 4.5” spacer (In 
This Order). (Figure 3)
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3. Add the first panel. Long rods in the back 
(FLAT EDGE OF PANEL) and short rods in 
the front (CURVED EDGE OF PANEL).

4. Continue alternating between 
BLACK 4” spacers and panels until all 
panels are used. Apply an end cap to 
short rods (Figure 4). Add one 
YELLOW 1.5” spacer and apply end 
cap to long rod (Figure 5).
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Dandy Fan Shade Installation Instructions
Each unit consist of a mounting plate, 3 bottom brackets, 2 top braces and the Fan Shade Unit.

1. Attach mounting plate under fan. Making sure that it is centered. It may be useful 
to use a lag board when attaching to concrete or wet/damaged plywood.

2. Drop all 3 of the metal bottom brackets into the slots on the mounting plate.

3. Place the Light Shade on top of brackets letting the yellow spacers drop into the 
holes on the brackets, making sure the curved edge is facing the fan and the flat 
edge is facing the house

4. Attach top braces, letting the yellow spacers fit into pre-drilled holes. These holes 
are designed to automatically keep Fan Shade the correct distance from the wall.
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